
PATENTED BY-PASS 
TRANSMISSION OIL COOLERS

Patented NAPA® internal pressure by-pass coolers allow the vehicle’s transmission 
to reach optimum operating temperature quickly by routing the fluid through the by-pass channel of the 
cooler until fluid temperature increases. This new design allows vehicles in colder climates to reach proper 
operating temps faster which improves fuel economy and helps reduce friction of internal components. 
Hayden’s internal pressure by-pass design incorporates an integrated valve that eliminates the need for 
external valves and additional plumbing at installation.

BI-DIRECTIONAL FLOW

33% MORE EFFICIENT THAN TRADITIONAL COOLERS

HIGH EFFICIENCY LOUVERED FINS AND SPECIAL OIL 

TURBULATORS

100% BRAZED ALUMINUM CONSTRUCTION OFFERS 

SUPERIOR STRENGTH AND RELIABILITY

PATENTED Internal Pressure 
By-Pass Design 

helps transmission reach operating 
temperature faster!

Ideal for colder climates!

Open By-Pass Partial By-Pass Closed By-Pass

U.S Patent No. 8267162



The NAPA® by-pass series is available in 4 sizes to fit a wide range of applications from 
compact cars to class “A” motorhomes. All cooler brackets come pre-drilled for easy 
mounting and include all hardware necessary for installation. All coolers are 100% 
pressure tested at the factory ensuring you get the same quality and performance you 
have come to trust for over 60 years from the “Leader in Performance Cooling.”

• Tow boats, campers or trailers
• Carry extra passengers or extra baggage
• Drive in stop-and-go traffic
• Climb steep grades

Over 14 million transmissions fail every year, 9 out of 10 from 
overheating. In today’s smaller, hotter-running vehicles, you risk 
overheating your transmission when you do any of the following: 

PREVENT EXPENSIVE TRANSMISSION REPAIRS

The NAPA® internal pressure by-pass allows cold fluid to reach optimum 
operating temperature quickly by routing around the by-pass channel of 
the cooler until fluid temperature increases.   U.S Patent No. 8267162
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