
DOUBLE BALL BEARING DESIGNDOUBLE BALL BEARING DESIGN

P/N 655-2565

DESIGNED TO EXCEED THE O.E. DURABILITY REQUIREMENTS FOR HEAVY DESIGNED TO EXCEED THE O.E. DURABILITY REQUIREMENTS FOR HEAVY 
DUTY TRUCK APPLICATIONSDUTY TRUCK APPLICATIONS

DESIGNED WITH HIGH TEMPERATURE COMPONENTS TO WITHSTAND DESIGNED WITH HIGH TEMPERATURE COMPONENTS TO WITHSTAND 
EXTREME ENGINE COMPARTMENT TEMPERATURESEXTREME ENGINE COMPARTMENT TEMPERATURES

12 GAUGE FLYING LEAD WITH O.E. STYLE CONNECTOR FOR EASE OF 12 GAUGE FLYING LEAD WITH O.E. STYLE CONNECTOR FOR EASE OF 
INSTALLATIONINSTALLATION

LARGER ARMATURE AND LONG-LIFE BRUSHES FOR IMPROVED LONGEVITYLARGER ARMATURE AND LONG-LIFE BRUSHES FOR IMPROVED LONGEVITY

Applications: 
13-97 Ford E350
13-00 E450; E550 Medium Duty Commercial Vans
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E-SERIES VAN 
HEAVY DUTY MOTOR

READ THIS BEFORE REPLACING 
The blower motor found on commercial Ford medium duty 

E-Series vans from 2013-1997, experiences premature 
failure due to the location of the unit and extreme load 
demands.  Because this motor is located in the engine 

compartment, it is exposed to some intense underhood 
temperatures, causing severe damage such as melted 

wires, frayed connectors and even reported fires. 

NAPA® offers an updated heavy duty problem solving 
design engineered to extend motor life and eliminate 

these issues. The 655-2656 is a complete 
assembly with wheel, gasket, heavier gauge wire and 

O.E. style connector. 

O.E. Unit

NAPA® Problem Solving Replacement:

Form #475-8273

NAPA® Unit



Diseño de cojinete de bola doble Diseño de cojinete de bola doble 

P/N 655-2656

Diseñado para superar los requisitos de durabilidad de original del fabricante Diseñado para superar los requisitos de durabilidad de original del fabricante 
para aplicaciones para camiones de uso pesadopara aplicaciones para camiones de uso pesado

DiseDiseñadoñado con componentes de alta temperatura para soportar las temperaturas  con componentes de alta temperatura para soportar las temperaturas 
extremas del compartimiento del motorextremas del compartimiento del motor  

Cable de plomo calibre 12 con conector estilo originCable de plomo calibre 12 con conector estilo originaal del fabricante para l del fabricante para 
la facilidad de instalaciónla facilidad de instalación

Armadura más grande y cepillos de larga duración para una mArmadura más grande y cepillos de larga duración para una máás largas larga

Aplicaciones: 
13-97 Ford E350
13-00 E450; E550 camoinetas comerciales de uso 
semipesado.
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Motor de Uso 
Pesado para Camoinetas 

Ford Serie E 

Lea Esto Antes De Reemplazar  
El motor del ventilador que se encuentra en las camoinetas 

comerciales Ford serie E, modelos 2013-1997 experimentan 
fallos prematuros debido a la ubicación 

de la unidad y las demandas de carga extrema. Este motor está 
situado en el compartimiento del motor expuesto 

a algunas temperaturas intensas debajo del capó.  El cual causa  
daños graves, como cables fundidos, conectores rotos, y 

hasta en unos casos se han reportado incendios.

NAPA® ofrece una unidad diseñada para extender la vida del 
motor y resolver estos problemas. El número de pieza 655-
2656 es un ensamble completo con junta, cable de calibre 

más pesado y conector de fabricación original.

Unidad original del fabricante 
Pieza NAPA® para resolver problemas:

Unidad NAPA® 


